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1. Introduction 

Over the last decade, silicon-nitride (Si3N4) balls have become an important component of advanced 
bearings used in a wide range of applications. The greatest commercial success for Si3N4 balls has 
been in "hybrid bearings" that combine the ceramic balls with steel races and are known as siHcon- 
nitride hybrid bearings (SNHBs). Compared to the steel balls they replace, the ceramic balls are 
harder and less dense and offer higher compressive strength, better corrosion resistance, elevated 
operating temperature and reduced lubrication needs.   These benefits make the hybrid bearings ideal 
for severe high-speed applications such as machine tool spindles, dental drills, vacuum turbomolecu- 
lar pumps, and the liquid-oxygen turbomolecular pumps used in the Space Shuttle main engines. 

However, information on the fatigue Hfe of these hybrid bearings is limited, and data on scaling 
effects for various operating loads and for various size bearings are very sparse. Accordingly, a test 
program was undertaken to measure and compare the life of SNHBs relative to reference 52100 steel 
bearings under well-qualified laboratory rolling-element fatigue testing in which the load, speed, 
lubrication, and lubricant temperature were very carefully controlled. A WeibuU statistical analysis 
of the test data is presented that suggests much greater life for the hybrid bearings than for the refer- 
ence all-steel bearings. 

In this paper, we present a fractographic analysis of Si3N4 balls from hybrid bearings that failed dur- 
ing the testing. The fractography was performed with a field-emission scanning electron microscope 
operated at such a low voltage that the actual surface could be examined without the need for a con- 
ductive coating.^ A thin, conductive coating (such as carbon or gold) is otherwise ordinarily needed 
at higher operating voltages to prevent charging on the Si3N4, which is an electrical insulator. 

A recent review article surveys the topic of fractography of ceramics.   An early fractographic analy- 
sis identified gross processing defects in hot pressed Si3N4 bearings whose fractures displayed char- 
acteristic Wallner lines centered on the defects.^ Fractography has also been used to relate defect size 
to strength in sintered Si3N4^ and to identify the micromechanics of cyclic fatigue in monolithic 
Si3N4.^    A worldwide consortium of research agencies has sponsored a round-robin evaluation of 
various fractured ceramics to the standards of the U.S. Department of Defense's MiUtary Handbook 
790, "Fractography and Characterization of Fracture Origins in Advanced Structural Ceramics." 



2. Experimental Procedure 

2.1 Rolling-Element Fatigue Testing 
A test series was undertaken to demonstrate the rolling-element fatigue life of advanced material 
bearings consisting of Si3N4 balls, REX20 inner steel races, and CRU20 outer races.   '     To provide 
a baseline reference, industry-standard steel bearings with 52100 steel balls and 52100 steel races 
were also tested. 

These advanced material bearings are called "hybrid" bearings because they combine both steel and 
ceramic components. The Si3N4 balls were MgO doped, hot isostatically pressed, and lapped to 
AFBMA* Grade 3 surface finish and dimensional control. REX20 is an air-melted powder metal- 
lurgy version of M62 tool steel, and CRU20 is, in turn, the vacuum induction-melted version of 
REX20. The REX20/CRU20 steels were quenched and triple tempered to achieve a hardness of HRC 
66-67 with a retained austenite of less than 5 vol% as measured by X-ray diffraction.   '    The bear- 
ings were the 207H size, which is a standard catalog bearing. The type 207H bearing has an outer 
diameter of 72.0 mm, an inner bore diameter of 35.0 mm, an external width of 17.0 mm, and a ball 
diameter of 11.906 mm (15/32 in.). 

Fatigue testing was performed on full-scale bearings using a standard bearing test fixture. All bear- 
ings were thrust loaded, rotated at 565.5 rad/s (5400 rpm), and lubricated with a continuous flow of 
MIL-L-7808 oil at 0.95 L/min/bearing. The oil was maintained at a temperature of 7rC and filtered 
to the 3-|jm level. These conditions resulted in ^ = 1, where 1 is the ratio of the calculated lubricant 
film thickness divided by the average of the surface roughness. The test system was monitored and 
capable of detecting a spall as small as 3 mm in diameter, at which point the test was suspended. 

Test protocol was sudden-death statistics with six test groups of four bearings in each group using the 
least-of-four technique to obtain a Weibull distribution. Under this protocol, the first failure in each 
group of four bearings suspended the test of the other three bearings, resulting in an estimate of the 
life, as explained below. The test period for the first phase of testing was 2600 h, at which time test- 
ing was suspended even if no bearings had failed. 

It was originally planned to test the different material bearings under equivalent Hertzian contact 
stresses. The standard 52100 bearings were tested under an axial thrust load of 13,300 N (3000 Ibf), 
which gave a mean Hertzian stress of 1.88 GFa (273 ksi). To provide equivalent Hertzian stress, the 
hybrid bearings were initially tested under an axial load of 6,650 N (1500 Ibf), which gave the same 
mean Hertzian stress of 1.88 GFa due to the higher elastic moduh of REX20 and Si3N4. As explained 
below in the results section, all of the 52100 steel bearing test groups failed before the maximum tar- 

* Anti-Friction Bearing Manufacturers Association, NY, NY. 



get life of 2600 h was reached. In contrast, none of the hybrid bearings failed in the initial testing 
before the maximum target life was reached. 

Consequently, to learn how they perform at equivalent axial loads, the hybrid bearings were tested at 
an axial load of 13,300 N, which was the same load used for the reference 52100 bearings. The 
Hertzian stresses are substantially higher for these hybrid bearings (2.29 GPa) than for the 52100 steel 
bearings (1.88 GPa) under this identical axial load of 13,300 N. Due to the limited availability of 
REX20 races, only four sets of four bearings were tested under this condition of equivalent axial load. 
The lifetimes for the first and second phases of testing are given below in the results section. 

2.2 Electron Fractography 

After testing was completed, a scanning electron microscope (SEM) was used to conduct a fracto- 
graphic examination of the failed Si3N4 balls to identify the microstructural feature responsible for 
their failure. The SEM* used a cold-field emission electron source with tungsten single-crystal tip. 
The sample chamber operated at a vacuum of 4 X 10'' Torr. To prevent charging, a low accelerating 
voltage of 1 kV was used to image the bare ceramic. At such a low accelerating voltage, it was not 
necessary to coat the ceramic with any conducting layer, such as pyrolytic carbon or gold. A tip cur- 
rent of less than 6 X 10"'^ A allowed images up to 30,000 times magnification at 1 kV without 
charging. 

In general, the long-term cleanliness of the microscope's vacuum chamber is the critical limiting fac- 
tor for high-resolution and high-magnification imaging of uncoated ceramic surfaces at low voltages. 
Careful sample preparation and handling prevent carbonaceous contamination of the vacuum, which 
minimizes inadvertent carbonaceous deposition by the electron beam onto the surface being exam- 
ined. The carbonaceous deposits are undesirable because they obscure sample details at low voltage 
and because they are much more prone to charging than the bare ceramic. 

JEOL6401-F 



3. Results 

3.1 Rolling-Element Fatigue Testing 
To provide a reference, six groups of four 52100 steel bearings were tested at a mean Hertzian stress 
of 1.88 GPa. The times to first failure in each group of four were 17, 47, 127, 339, 364, and 910 h. 
In the first phase of testing, six groups of four hybrid bearings were also tested at an identical Hertz- 
ian stress of 1.88 GPa. All of these hybrid bearings, a total of 24, exceeded 2600 h of testing without 
a single failure. Specifically, the six tests ran for 2630, 2784, 2630, 2611, 2611, and 2611 h when 
testing was discontinued. 

In the subsequent second phase of testing,* four groups of four hybrid bearings were tested at an ele- 
vated Hertzian stress of 2.29 GPa. For the four test groups, three bearings failed at 1548, 3408, and 
3441 h due to a ball failure, and the fourth bearing failed at 2250 h due to the failure of the inner steel 
raceway. Our records identify which ball failed at 1548 h but did not indicate which of the two 
remaining failed balls failed at 3408 h and which failed at 3441 h. It should be noted that two of the 
four test groups were forced to run well past their target Ufe of 2600 h before failure was reached. 

3.2 Weibull Analysis 
A detailed fatigue life treatment via a bivariate Weibull model for these and other silicon-nitride 
bearing data is documented elsewhere. A summary of the method, assumptions, and inferences is 
presented here. The bearing is treated as a single entity experiencing any fatigue failure mode, with 
fatigue life in hours of operation at 565.5 rad/s (5400 rpm) under constant load. The forecasts apply 
strictly to size 207H bearing as shown. 

The issues to be addressed are: 

1. Conversion of least-of-four probabiUty data to single-bearing data; 

2. Probability plotting positions for single bearings; 

3. The load-life exponent connection to the shape parameters of a bivariate Weibull 
Distribution; 

4. Weibull size effect for inferring single bearings median Ufe from observed least- 
of-four median life; 

5. Fatigue life distribution and design forecast equation and chart for 207H 
bearings. 

' In the first phase of testing with 24 bearings, the outer races of the bearings were REX20 steel. In the second phase of 
testing of 16 bearings, the outer races were CRU20 steel, as explained above in Subsection 2.1. 



3.2.1       Converting Least-of-Four Data to Single-Bearing Statistics 
If the single bearing survival probability is S„ then the probability of N bearings surviving is SN= S,*^ 

The single bearing failure probability, F„ may be inferred from the observed least-of-N value as: 

In the present case N = 4, and 

F, = i-(i-F,r. (1) 

F, = i_(]_F,yr (2) 

3.2.2       Probability Plotting Position 

The data are ranked by increasing order, with j the rank number (or, alternatively, the position in the 
order). The median rank plotting position, which is well proven as the most representative,'^ is used: 

F3 = (j-0.3)/(N + 0.4), (3) 

where Fj is the cumulative probability of failure, j is the rank number, and N is the total sample size. 
These are shown in Table 1. Equation (3) allows the ranking and plotting of failure probabilities for 
single bearings. The values in Table 1 are used below in Subsection 3.2.5 to plot the individual 
experimental data points from Subsection 3.1 on the failure probability chart shown in Figure 1. 

Table 1.   Probability Plotting Position Values for a Group of 
Four Bearings and a Single Bearing 

1 F, for a Group of 4 Bearings F, for £ 1 Single Bearing 

1 0.159 0.042 
2 0.386 0.115 
3 0.614 0.212 
4 0.841 0.368 

3.2.3      The Load-Life Exponent 

The seminal^work of Lundberg and Palmgren'^'''' is based on Weibull's theory of statistical brittle 
fracture,   '    in a bivariate form, applied to fatigue life. This method has gained acceptance through 
much of the bearing industry for correlating rolling-element bearing fatigue life and establishing 
design levels. Lundberg and Palmgren utilize power-law assumptions for the variates of load (stress) 
and life, following the recommendations of Weibull. Application of the bivariate Weibull Distribu- 
tion to static fatigue and development of design forecasts are given by Robinson,'"' which expands the 
method used here. 
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Bearing Life in Hours at 5400 rpm 
Figure 1.   Projected fatigue life of type 207H silicon-nitride hybrid bearings at 13,300 N load and 5400 

rpm shaft speed. 

A bivariate Weibull Model accounts in a rational manner for the effect of load and time and leads to 
convenient design forecasts for the size 207H bearings tested in this program: 

S = Exp[-KH™T^], (4) 

where S is the cumulative survival probabiUty, H is a scaled load normaUzed to the median strength, 
and T is the scaled Ufetime, also conveniently normalized to median life. K is a constant that estab- 
Hshed the normahzing probabiUty. The exponent m is the strength-shape factor (as used by Weibull), 
and e is the life-shape factor (as used by Lundberg and Palmgren and called the Weibull Slope). 

For example, the median normalized form is given by: 

Ln(l/S)/Ln(2) = (imsofiTfT,of. (5) 



Or, the more general form, for any convenient percentile S, (e.g., for censored datasets): 

Ln(l/S)/Ln(l/ S,) = (H/H,)"'(T/T/, (6) 

where r is the percentile. Here, a fixed load gives median normalized fatigue life, and, at constant 
life, the median normalized strength distribution results. Both distributions must be self-consistent. 

At a fixed probability value. 

H   T = constant, (V) 

The load-life exponent, relating increased life with decreased load, is 

Or, equivalently. 

H     T = constant. (g) 

(Load)     (Life) = constant. (9) 

This relationship connects the statistical strength distribution to fatigue Hfe distribution. The load-life 
exponent, m/e, which is the ratio of shape factors, is the inverse ratio of strength scatter to life scatter. 
It is termed p by Lundberg and Palmgren. The selected WeibuU slope, e, and the load life ratio, m/e, 
were estimated from a survey of the vast body of many thousands of bearing fatigue tests'^''^'^'^ with 
data for conventional bearings, along with much smaller datasets available for silicon-nitride bear- 
ings. The recommendations, consistent with Palmgren and Lundgren's assessments, lead to the fol- 
lowing ground rules for this study: 

e=L5 

and 

m/e = 3. 

(10) 

(11) 

The Weibull Modulus for strength is inferred from the load-life exponent. This means that the 
Weibull Modulus (slope) for strength corresponds to m = 4.5, a relatively low number for a brittle 
material. If the actual value for silicon nitride is higher, as expected, then the load-life exponent 
should be correspondingly higher, and the assumptions here are, therefore, undoubtedly conservative. 



3.2.4       The Size Effect 
The WeibuU size effect is used to infer the fatigue life of single bearings (or, size-1 specimens) from 
the observed median life of groups of 4 bearings (or, size-4 specimens). The WeibuU distribution 
form is given by: 

S,=Exp[-(T,)^] (12) 

where S, is the cumulative survival probability of a size-1 specimen, e is the WeibuU slope, and T, is 
the lifetime of the size-1 specimen. 

And for the least survivor among a size-N specimen: 

S, = e''SN = Exp[-N(TN)^], (13) 

where SN is the survival probability of a size-4 specimen, TN is the lifetime of the size-N specimen, 
and e in the preceding is the WeibuU slope (not the operation of exponentiation). 

At equal probabilities this leads to the well known WeibuU size effect: 

T, = (Ny^^'^^TN. (14) 

By substitution into Eq. (13), it follows that 

Size-llife = (4)^'^-^* (Size-4 life). (15) 

From the experimental data, the observed size-4 failures are 1548, 2250, 3408, and 3441 h. Hence, 
the size-4 median life is (2250 h + 3408 h)/2 = 2829 h (at 5400 rpm). From Eq. (15), the size-1 
median life is 2.52 X 2829 h = 7130 h or 2.3 X 10' shaft cycles. 

For the size 207H bearing at constant load, the life distribution is given by: 

S=Exp[-Ln(l/Sr)(T/T/], (16) 

where Sr = 0.5 and tr = 7130 h from the preceding paragraph. 

For conservative design forecast purposes, the central value is shifted to a higher confidence level by 
a K-factor derived from the central Umit theorem. The coefficient of variation (CV) of the central 
value is given by the data's CV divided by the A/N. The coefficient of variation is given for a WeibuU 



distribution to very close approximation by (l/mr\ which gives 0.68/2 or 0.34 for m = 1 5 and N = 
4. In addition, from Eq. (15), the single-bearing life is obtained by multiplying the size-4 bearing life 
by 2^52. After invoking this size effect factor, the median life at the 90% confidence level is obtained 
by shifting the central value by 1.31 standard deviations (that is, K = 1.31). More explicitly the 
median life at the 90% confidence level is equal to the median Hfe at the 50% confidence level multi- 
phed by (1 - 1.31*0.34). Similarly, for the 95% confidence limit, the central value is shifted 1 65 
standard deviations. 

For the SNHB test data. Table 2 summarizes the K-factor and median lifetimes at 50% 90% and 
95% confidence levels. Also shown is the ratio of median lifetimes for the SNHBs to the reference 
steel bearing median life of 587 h. 

The distributions from Eq. (16) are plotted in Figure 1. The quantity plotted is the cumulative failure 
probability, which is, of course, equal to 1 - S. The distributions at the 50%, 90%, and 95% confi- 
dence levels are obtained by inserting the respective median lives of 7130, 3954, and 3130 h into TR 

in Eq. (16). Also plotted in Figure 1 are the experimental data points for the steel and hybrid bear-" 
ings. As mentioned above, the values from Table 1 allow the ranking and plotting of the hvbrid 
bearing data. 

Table 2.     SNHB Median Life at 50%, 90%, and 95% Confidence Levels and Comparison to Steel- 
Bearing Median Life 

Confidence Level K-Factor SNHB Median Life Ratio of SNHB Life to Steel-Bearing IWedian Life 
50% 1.00 7130 12 
90% 1.31 3954 6.7 
95% 1.65 3130 5.3 

3.2.5       Design Forecast Equation 

The default values for Weibull slope and load-life exponent define a bivariate distribution which 
modifies Eq. (16) and provides the following general equation for forecasting survival times at differ- 
ent applied loads based on a desired level of confidence: 

S = Exp [-Ln(l/Sr)[(X/Xr)"'(Tn-r)^]], (17) 

where S is the desired survival probability contour, X is the applied load at which the life is forecast 
T IS the forecasted life, X, is the applied load at which data were measured, T, is the median life at a' 
desired confidence, and S, is the 50 % (median) survival percentile. 

Rearranging and solving for the load at which the Hfe is forecast gives the following: 

Log(X) = (e/m)Log[T] -t- (e/m)Log[Tr] + Log[Xr] + Log[Ln[l/S]/Ln[l/Sr]], (18) 

10 



where m = 4.5 (from the assumed load-life exponent of 3), e = 1.5, T^ = 3954 h at 90% confidence 
(from Table 2), S^ =0.5 and X, = 13,300 N. 

Equation (18) is plotted in Figure 2, which shows survival contours for S = 0.5, 0.9, 0.99, 0.999, and 
0.9999 at 90% confidence. Figure 2 is a design forecast chart for the type 207H siUcon-nitride hybrid 
bearing that can be used to forecast the bearing load for different desired survival times at 90% confi- 
dence level at a bearing shaft speed of 5400 rpm. 

3.3 Electron Fractography 
A fractographic analysis of the three failed Si3N4 balls from the elevated stress testing of the hybrid 
bearings was performed to assign a cause for the failure. Each failure is discussed separately in the 
following sections. As an explanatory note, Wallner lines are curved and wavelike markings on the 
surface of fractured ceramic. The fracture origin is always on the concave side of the Wallner Unes, 
which can be used to determine the origin and direction of propagation of the fracture. As termi- 
nology, the fracture origin is "upstream" in the fracture and the fracture grows in the direction from 
the "upstream" location to the "downstream" location. 

10" 10"" 10" 10 

Bearing Life in Hours at 5400 rpm 
Figure 2.   Bivariate Weibull fatigue design model for type 207H silicon-nitride hybrid bearings at 

5400 rpm shaft speed and 90% confidence level. 
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3.3.1       Fractographic Analysis of First Si3N4 Ball (1548 h of service until failure) 
Figure 3 is a low-magnification view of the entire spall from a perspective perpendicular to the sur- 
face. The Wallner lines radiate on the left and right from an initiation site labeled "A," with the con- 
cave sides of the Wallner lines pointing back towards this initiation site, which is a broad, flat "pla- 
teau." Figure 4 is a more highly magnified view centered to the left-hand side of the initiation site 
"A," and Figure 5 is a companion view centered to the right-hand side. Figures 4 and 5 are taken at 
oblique angles to highlight the concave Wallner lines, which again are seen to point back towards the 
site "A," which is, therefore, identified as the initiation site. 

Figures 6 is a more highly magnified view (at lOOx) centered on the site "A" from an oblique per- 
spective. The circular Wallner lines seen in site "A" form a "bull's eye" pattern around a central 
point, labeled "B." The pattern of Wallner lines implies that the site "B" is the upstream location 
where failure initiated. Detailed inspection of site "B" at still higher magnifications did not seem to 
reveal a clear cause for the initiation of the fracture. 

Figure 3. Low-magnification view of the entire spall. 
Figure 4.   View centered to the left-hand side of the 

initiation site "A " 
s I N # 2 1 

!%l 

^^x::.^ 

•^^: 

Figure 5. Companion view centered to the right- 
hand side of the initiation site "A" (this 
view is upside down from the previous 
view). 
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Figure 6.     View centered on the initiation site "A" 
showing a central "bull's eye" pattern of 
Wallner lines. 
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3.3.2       Fractographic Analysis of Second Si3N4 Ball (greater than 3400 h of service 
until failure) 

Figure 7 is a low-magnification view of the entire spall. To orient the discussion of subsequent frac- 
tographs that show finer detail, five features are labeled in Figure 7. In this view, the circular Wallner 
lines are evident in the upper and left-hand parts of the spall. In particular, feature "A" is a region of 
Wallner lines in the middle of the spall. Feature "B" is a region of Wallner hnes upstream from fea- 
ture "A." The concave lines radiate back to a point labeled "C," which is a void in a triangular pocket 
defined by the intersection of three cracks. (In the following more highly magnified fractographs, 
feature "C" is shown to be a void). The long feature labeled "D" is a deep "trench-like" fracture. An 
interesting feature, labeled "E," is a patch of virgin surface that did not spall away. 

Figures 8 and 9 are low-magnification views taken by successively rotating the Une of sight. The 
concavity of the Wallner lines, labeled "A" and "B," again reinforces that fracture initiated in an 
upstream location in the neighborhood of the feature "C," from which radiates the deep fracture "D." 
Two other cracks, labeled "F' and "G," also radiate from the feature "C." To provide a landmark, the 
location of the unspalled virgin surface is labeled "E." 

Figure 7. View of the entire spall. 

Figure 8.     View from an oblique perspective of 
Wallner lines downstream from the 
initiation site, "C." 

Figure 9. View of from an orthogonal perspective 
Wallner lines downstream from the ini- 
tiation site, "C." 
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Figures 10, 11, and 12 are progressively higher magnification views (at 25x, 180x and 3500x, respec- 
tively) from an orthogonal perspective and centered on the feature labeled "C," which is revealed to 
be a void in a triangular pocket at the junction of the three cracks, "D," "F," and "G." Figure 13 is a 
view of the void from a different perspective that "sights" down the bore of the void. The void, 
which is approximately 2 |j.m in diameter, may be a small sintering pore where the ceramic did not 
fully densify. Figure 14 is a micrograph at a slightly elevated accelerating voltage, 3 kV, that shows 
that the region immediately around the void charges, although material further away does not. The 
discussion section expands upon the possible significance of the observed charging. 

SIN   B ALL   #2   RE|? I S IT 
ic,:/*',..:p....VSV 
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■:;H0229     1  . 0KU 
Figure 10. 

1 rn m 
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First in a series of three views centered on the initiation site, "C," 
from which three cracks radiate. 
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Figure 11.   More highly magnified view centered on 
the initiation site, "C." 
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Figure 12.   Magnified view of void, from which 
fracture initiated, that displays a different 
fracture appearance at the void. 
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Figure 13.   View sighting down the bore of the 
void. (The orientation is rotated from 
the previous figures.) 

Figure 14.   The void and its vicinity display charg- 
ing at a slightly elevated accelerating 
voltage of 3 kV. 

3.3.3       Fractographic Analysis of Third Si3N4 Ball (greater than 3400 h of service 
until failure) 

Figures 15 and 16 are low-magnification views of the entire spall. The origin of the failure appears to 
be a broad, flat "plateau." Circular Wallner lines radiate from the center of the plateau and down sev- 
eral "stepped" regions, with the concave sides of the Wallner lines pointing back towards the initia- 
tion site. The concavity reinforces the notion that the plateau is "upstream" in the fracture, and the 
several stepped regions are "downstream." Two features, "A" and "B," are labeled in the center of 
the plateau to provide landmarks, but are seen more clearly in the following more highly magnified 
fractographs. 

Figure 15. Low-magnification view of the entire 
spall showing Wallner lines radiating 
from a broad, flat "plateau." 
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Figure 16.   Another low-magnification view of the 
entire spall (the view is upside down 
from the previous figure). 
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Figure 17 is a more highly magnified view of the plateau from which fracture initiated. The Wallner 
lines form a "bull's eye" pattern around a central point. The "thumb-shaped" feature labeled "A" is a 
landmark used to orient subsequent discussion. Running off from point "A" is a crack-like feature 
labeled "B." Another landmark is labeled "D." 

Figures 18 through 21 are progressively more highly magnified views (at 95x, 300x, 3500x, and 
15,000x, respectively) of a separate crack-like feature, labeled "E," from an orthogonal perspective. 
Feature "E" is at the base of feature "A" near feature "D." Features "A," "B," and "D" are labeled in 
Figures 18 and 19 for orientation. The feature "E" is just inboard of the tightly spaced Wallner lines 
in the upper right-hand comer of Figure 19, which reinforces the notion that feature "E" is in the right 
location to be the site for fracture initiation. Figures 20 and 21 show an interesting structure in the 
crack-like feature "E." In the structure, ligaments span the crack-like feature. The discussion section 
expands upon the possible significance of the ligaments. 

Figure 17.   View centered on the plateau from which fracture initiated. The 
Wallner lines form a "bull's eye" around a center. 
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Figure 18.   First in a series of four views centered on        Figure 19.   More highly magnified view centered on 
the initiation site. the initiation site, "E," which is just 

inboard of the Wallner lines in the upper 
ht-hand corner of the imas 

„        „„ . T •          .                1 1-1   j:   t       **!,= Figure 21.   Highly magnified view of the string of Figure 20.   Ligaments span crack-like feature at the ^             i-          »   t     u- u ^u ^             . r.   .      . ^ „^ „ hgaments, to which the arrows point, 
initiation site,  E. 
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4. Discussion 

The balls' very long lives under elevated loading suggest that the manufacturer is controlling the 
population of pre-existing manufacturing flaws very well. For two of the examined balls, the poten- 
tial causes for the failures were identified as small defects that are believed to be sintering voids with 
diameters of less than 2 |jm. The identified microstructural features may naturally represent the Umit 
of defects that can be controlled through processing. It is possible that such small defects should be 
considered defects inherent to the material rather than manufacturing defects. 

The fractographic analysis of the first Si3N4 ball in Subsection 3.3.1 identified the initiation site for 
the failure, but did not identify the microstructural feature responsible for the initiation. It is possible 
that the microstructural feature did not survive the failure. 

The fractrographic analysis of the second Si3N4 ball in Subsection 3.3.2 showed a small void that sits 
in a triangular region whose appearance differs from the fracture surface around it, which is seen most 
clearly in Figures 12. This change in appearance may imply that the triangular region is not the same 
chemistry as the material around it. For example, the region may be a pocket of segregated glassy 
material at the triple junction between adjacent grains of crystalline Si3N4. The observation that the 
triangular region charges implies that the region has a higher electrical resistivity than the material 
around it. A higher electrical resistivity might be consistent with a pocket of glassy material rich in 
the sintering aids used in this Si3N4. The glassy sintering aids might be expected to be more insula- 
tive than the bulk Si3N4 ceramic. 

Alternatively, the change in appearance might imply that the triangular region possessed a different 
history than the material around it during the fracture process. For example, if the void does represent 
the initiation of the spall, then the region may be the site where a sub-critical pre-crack developed and 
slowly grew by fatigue over several milhon Hertzian loading cycles until it reached the critical size at 
which the rest of the spall fractured. During the course of the fatigue cycles, asperities may have 
been smoothed away as the opposing faces of the pre-crack opened and closed, giving the change in 
appearance compared to the larger fracture surface around it. 

The fractographs of the third ball in Subsection 3.3.3 show an interesting feature in the crack-like 
feature "E," which can be seen in Figures 20 arid 21. The Ugaments spanning the crack-like feature 
have a distinctive elliptical shape that might be characteristic of the neck that forms during sintering 
and pore consoUdation. The neck's elliptical shape might be interpreted as the negative radius of cur- 
vature that forms at the junction between two sintered particles. That is, the Ugaments may be the 
remnants of a string of small sintering voids that did not fully densify. If so, then the Ugaments might 
be expected to be glassy pockets rich in the liquid-phase sintering aids used in this ceramic. It is 
uncertain, however, whether the Ugaments represented the initiation site for the fracture, whether the 
ligaments developed as damage late in the fracture, or whether the Ugaments were unrelated to the 
fracture. 
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5. Conclusions 

The rolling-element fatigue life of advanced material bearings consisting of silicon-nitride balls, 
REX20 tool-steel inner races, and CRU20 tool-steel outer races was measured in well-qualified test- 
ing with careful control of load, speed, and lubrication. Multiple sets of four bearings (207H size) 
were tested using the least-of-four technique and sudden-death statistics to obtain a Weibull distribu- 
tion based upon a bivariate model that accounted for load, time, and sample size. The Weibull distri- 
bution showed that the advanced material bearings are projected to have 6.7 times greater life than 
conventional 52100 steel bearings at 90% confidence and 12 times greater life at 50% confidence. 
The balls' very long Uves under elevated loading suggest that the manufacturer is controlling the 
population of pre-existing manufacturing flaws very well. 

A fractographic analysis of three failed ceramic balls showed that the initiation of the final fracture 
could be traced back to a relatively small initiation site. In two cases, the initiation sites are identified 
as small defects that are believed to be sintering voids with diameters of less than 2 |am. The identi- 
fied microstructural features may naturally represent the limit of defects that can be controlled 
through processing. It is possible that such small defects should be considered defects inherent to the 
material rather than manufacturing defects. 
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